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SECTION 10436 - POST AND PANEL SIGNS

A. SUMMARY

1. [Nonilluminated, single-panel-type] [Internally illuminated] post and panel signs.

2. Nonilluminated, multipanel, changeable-message-bar-type post and panel signs.

B. WARRANTY

1. Fiberglass Panel Signs:  Five years.

C. MATERIALS

1. Posts:

a. Aluminum:  [Square] [Rectangular] [Semicircular] [Rounded end] [Beveled corner].
b. Galvanized steel, square.

2. Frames:  Extruded aluminum.

3. Sign Panels:

a. Unframed Single-Sheet Panels:  [Aluminum plate] [Fiberglass sheet] [Opaque acrylic
sheet] [Opaque polycarbonate sheet].

b. Framed Single-Sheet Panels:  [Aluminum plate] [Opaque acrylic sheet] [Opaque
polycarbonate sheet] [Fiberglass sheet].

c. Hollow Flanged Pan-Type Panels:  Aluminum plate.
d. Framed Hollow-Box-Type Panels:  [Aluminum plate] [Opaque acrylic sheet] [Opaque

polycarbonate sheet] [Fiberglass sheet].
e. [Nonilluminated] [Illuminated] Composite Box-Type Panels:  Fiberglass.
f. Multiple-Message-Bar-Type Panels:  Extruded aluminum.

4. Finishes:  [Clear anodic] [Color anodic] [Baked enamel] [High-performance organic
coating].

D. INSTALLATION

1. Post Mounting:  [Sleeve embedded in concrete] [Baseplate anchored to concrete] [Direct
burial].
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